
 

 

Configuring Basic Motion Detection with a 5 Series 
NVR 
 

Configuring Basic Motion Detection 

1) Log in to the NVR 5 Series via a web browser or use the local mouse and monitor to navigate to the 

‘Alarm’ section of the NVR menu.  

 

 

2) From within the ‘Alarm’ menu adjust the following options. This is done per channel (as required). 

Alarm Input Type – IP Camera 

Motion Enable – On 

Motion Sensitivity – Standard 

 

Once these have been adjusted, apply the settings. 

 

 

3) Now, select the ‘Motion Area’ Tab at the top of the alarm screen. This is where you will draw the motion 

detection area. Once the area has been set, apply the settings.  

(Please note the red highlight indicates motion detection is active for that area) 

 

 



 

 

4) Next, log in to the camera that you are configuring motion detection for. Once logged in go to the Motion 

Detection menu (Setup Advance Mode  Event  Motion Detection). The image displayed should 

display the same motion grid as was previously set on the NVR’s motion detection screen. If this is the 

case, your motion detection configuration is complete. 

 

 

5) The last step is to adjust the sensitivity of the motion detection. This is amended using the NVR’s motion 

detection ‘Alarm’ menu once again.  

 

In this menu you will see a dropdown menu labelled ‘Motion Sensitivity’. Adjust this value as required 

then click apply. This setting will then be updated on the camera. 

 

 

 



 

 

Setting a Record Schedule 

Once motion detection has been configured, you can adjust what action the NVR does when it sees a motion 
alarm.  

As default, the NVR is set to continuous record. 
 
By completing the steps above the NVR will be configured to record continuously but log motion alarms for easy 
review/quick video search. If required, it is possible to set the NVR to ONLY record on motion alarms. However 
this is not recommended. 

To do this, ensure the steps above have been completed, once they have been confirmed, navigate to the NVR’s 
‘Record’ menu. 

Ensure the ‘Record Mode’ is set to ‘Schedule’ on all channels 

 

 

Next select the ‘Schedule’ tab from the top menu. 

By default, all channels should have their schedule in blue (Full/Always Record). To set the NVR to record ONLY on 
motion events, ensure all cameras requiring this have their schedule to Yellow. 

 



 

 

Once all the required schedule tables have been amended, click ‘Apply’ to save the settings. 

The NVR should now record ONLY when motion detection alarms are generated for the cameras that have had 
the schedule table amended. 

 

Other Settings 

There are a few other settings you may wish to change when using ONLY motion detection based recording. 

 
Adjusting Pre-Alarm Record 

To adjust the pre-alarm record value, select the following menu location: 
 
Record  Advanced (from the top bar) 

The Pre-alarm Record value is set either On or Off 

 

Adjusting Post Alarm Record 

To adjust the post alarm record values, navigate to the following NVR menu: 

Record  General 

You will see the Post-Alarm Record dropdown menu, select the required time (in seconds 0 -100) from the 
dropdown and click apply. 

 


